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(57) ABSTRACT 
A proton conducting polymer includes a polymer backbone 
and a heterocyclic compound attached to the polymer back-
bone. The heterocyclic compound includes a sulfonyl func-
tionality bonded to heterocyclic compound. 
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SULFONYL GRAFTED HETEROCYCLE 
MATERIALS FOR PROTON CONDUCTING 
ELECTROLYTES 
FIELD OF THE INVENTION 
The invention relates to heterocycle containing compounds 
and compositions. 
BACKGROUND OF THE INVENTION 
Proton electrolyte membranes (PEMs) may be utilized in 
various devices including fuel cells, purification and reform-
ing cells as well as in other electrochemical applications. 
Various materials have been investigated for use as PEMs. 
Examples include perfluorosulfonic polymers, as well as 
various imidazole polymers including polybenzimidazole-
H3P04, polyvinazine HP04, as well as other imidazole based 
materials. Imidazole is an aromatic heterocycle having two 
nitrogen atoms on a ring. Imidazole conducts protons through 
intermolecular proton transfer or structure diffusion. How-
ever, the electrochemical stability of imidazole ring based 
materials appears to be inadequate for fuel cell applications. 
Metals contained within PEM fuel cells such as platinum 
or other catalysts have the ability to form strong bonds with 
nitrogen contained within the imidazole rings such that the 
catalyst will become poisoned or less active. Additionally, 
oxidation of imidazole in the potential region of oxygen 
reduction as well as the oxidation of products of imidazole 
may be absorbed onto the surface of a precious metal catalyst 
or electrode thereby reducing the efficacy of the electrode 
surface area. 
There is therefore a need in the art for a proton conducting 
polymer for use in fuel cells that has a high proton conduc-
tivity but is not subject to varying efficacy at various humidity 
values and at temperatures above 100° C. Additionally, there 
is a need in the art for a proton conducting polymer that has a 
chemical stability and compatibility with a precious metal 
catalyst in a fuel cell environment. 
SUMMARY OF THE INVENTION 
A proton conducting polymer includes a polymer back-
bone and a heterocyclic compound attached to the polymer 
backbone. The heterocyclic compound includes a sulfonyl 
functionality bonded to the heterocyclic compound. 
BRIEF DESCRIPTION OF THE DRAWINGS 
FIG. 1 is a plot of the currency of 2-ethylsulfonyl-imida-
zole and imidazole; 
FIG. 2 is a plot of the conductivity versus temperature for 
2-ethylsulfonyl-imidazole and benzenesulfonic acid as well 
as various ratios of imidazole and benzenesulfonic acid; 
2 
ganic and organic polymers. Additionally, the term "PEM" 
refers to proton exchange membranes or polymer electrolyte 
membranes that may be used as proton conducting materials 
in various electrochemical applications. 
A proton conducting polymer includes a polymer back-
bone and a heterocyclic compound attached to the polymer 
backbone. The heterocyclic compound includes a sulfonyl 
functionality bonded to the heterocyclic compound. The het-
erocyclic compound may include a linear organic compound 
10 that is attached thereto. The linear organic compound may 
have from 1 to 20 carbons. Additionally, the heterocyclic 
compound may include a linear organic compound having 
from 1 to 20 carbons attached to the sulfonyl functionality. 
Various heterocyclic compounds may be utilized in the 
15 I proton conducting polymer including 1,2,4-triazo e, 1,2,3-
20 
triazole, 1 H-benzotriazole, pyrimidine, pyrazine, purine, imi-
dazole, pyrazole, pyridine, and derivatives thereof. While 
various heterocyclic compounds may be utilized by the inven-
tion, a preferredheterocycle includes imidazole. The sulfonyl 
group attached to the heterocyclic compound has a very 
strong electron withdrawing effect and may increase the elec-
trochemical stability and reduce interaction between the het-
erocyclic rings and a precious metal catalyst within a fuel cell. 
Various polymer backbone compositions may be utilized 
25 
including polyalkene, poly epoxy, perfluoroalkene, polysilox-
ane, poly-p-phenylene, polyphenylene oxide, poly-p-phe-
nylene sulfone, polyetheretherketone, Ude! polysulfone, and 
polybenzimidazole. The polymer backbone may also include 
acid groups attached thereon such as H3P04, H2S04, 30 
CF3S02NHS02 CF3, CF3S03H, CH3S03H, and CF3P03H2 . 
It should be realized that other acid groups other than those 
listed above may be incorporated into the polymer backbone. 
The polymer backbone may also include sulfonated or phos-
phonated polymers or copolymers. Examples of sulfonated or 
35 I phosphonated polymers or copolymers include po ystyrene 
sulfonic acid, sulfonated polyetheretherketone, perfluorosul-
fonic acid, and sulfonated polyphenylene sulfide. 
In another aspect, the polymer backbone may be a hybrid 
inorganic-organic polymer. Exemplary hybrid inorganic-or-
40 . 
ganic polymers may have a silicon functionality. Var10us 
silicon functionalities including silane and siloxane function-
alities may be present in the hybrid inorganic-organic poly-
mer. Additionally, the hybrid inorganic-organic polymer may 
include an acid group attached thereon. The acid groups may 
45 
be similar to those described above with respect to the poly-
mer backbone or may include other known acidic groups 
compatible with the hybrid inorganic-organic polymer. 
The structure of the proton conducting polymer may vary 
as to the relationship of the heterocyclic compound and sul-
50 fonyl group in relation to the polymer backbone. In one 
aspect, the proton conducting polymer may have the formula: 
FIG. 3 is a plot of the conductivity versus temperature of a 55 
linear hybrid inorganic-organic polymer having a grafted sul-
fonyl imidazole. 
DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 
Polymers described herein include linear polymers, 
copolymers, polymer precursors, as well as hybrid inorganic-
organic polymers and composites and have utility for use in 
proton exchange membranes (PEMs ). 
As the term "polymer" is used throughout the specification, 
it may refer to polymers, copolymers, as well as hybrid inor-
60 
65 wherein R3 represents the polymer backbone, R2 is a linear 
organic group having 1 to 20 carbons, and R1 is a hydrogen or 
organic group having 1 to 20 carbons. As can be seen from the 
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mol·dm-3 CH3CN solution of tetrabutylammonium 
hexafluorophosphate (TBAPF6) and 5x10-3 mol·DM-3 of 
imidazole or 2-ethylsulfonyl-imidazole using a platinum 
work electrode and a platinum auxiliary electrode and a silver 
above structure, the polymer backbone may be linked to the 
sulfonyl group through a linear organic group having from 1 
to 20 carbons. The heterocyclic group, in this case an imida-
zole, is bonded to the sulfonyl group and positioned sterically 
outward with respect to the sulfonyl group. 
The proton conducting polymer may also have the formula: 
5 Ag/Ag+ reference electrode having 0.1 mol·dm-3 AgN03-
CH3CN containing 0.1 mol·dm-2 TBAPF6. As can be seen 
from the figure, a large oxidation peak appeared close to 1.0 
volts in the voltammagram for imidazole. It was found that 
the oxidation products of imidazole were absorbed on the 
10 surface of the platinum electrode thus blocking the surface 
area of the electrode. In contrast, no redox peaks were observ-
able for 2-ethylsulfonyl-imidazole in a wider potential range, 
0 to 1.8 volts versus the reference electrode. No changes took 
place in a 50 cycle test. After 50 cycles, imidazole was added 
15 to the solution with 2-ethylsulfonyl-imidazole and a large 
oxidation peak appeared. A similar result was observed when 
the CH3CN solutions were purged with 0 2 , implying that 
2-ethylsulfonyl-imidazole has an improved electrochemical 
stability under fuel cell conditions. wherein R3 represents the polymer backbone, R2 is a linear 
organic group having 1 to 20 carbons, and R4 is linear organic 
20 
group having 1 to 20 carbons. As with the previously 
described formula, a polymer backbone is linked this time to 
a heterocyclic compound with imidazole being shown. The 
heterocyclic compound is attached to the sulfonyl group 
25 
which is positioned sterically outboard relative to the hetero-
cyclic compound. 
The polymer backbone of both of the above formulas may 
be any of the previously described polymer backbones 
including any of the described polymers and copolymers with 30 
acids attached thereto or hybrid inorganic-organic polymer 
compositions. 
The proton conducting polymers may be utilized as an 
electrolyte membrane in a fuel cell. The electrolyte mem-
branes may be disposed between an anode and cathode of a 35 
fuel cell with the proton transfer membrane formed of the 
various proton conducting polymer compositions described 
above. 
The proton conducting polymer may be formed by various 
mechanisms that include varying structures as described 40 
above and as disclosed in the following examples. 
Example 1 
Electrochemical Stability of 
2-ethylsulfonyl-imidazole 
Referring to FIG. 1, there is shown cyclic voltammograms 
for 2-ethylsulfonyl-imidazole and imidazole in CH3CN solu-
tion purged with nitrogen. The cyclic voltammetric measure-
ments were performed in a three electrode cell having 0.1 
45 
Example 2 
Mixture of 2-ethylsulfonyl-imidazole and 
Benzenesulfonic Acid 
2-ethylsulfonyl-imidazole was prepared using the follow-
ing method. A 2-mercaptoimadazole is reacted with an alkyl 
halide in an aqueous alkaline solution to prepare a 2-alkylth-
ioimidazole. Next the 2-alkylthioimidazole is oxidized using 
typical oxidizing agents to produce the 2-alkylimidazole. 
2-ethylsulfonyl-imidazole and benzenesulfonic acid were 
dissolved in methanol and stirred for 10 minutes. The solvent 
was then removed under vacuum and the resulting mixture 
was sealed in a glass tube and its conductivity was measured 
utilizing a standard electrode made of two platinum pieces. 
The measurements were also conducted on various mixtures 
of imidazole with reference to benzenesulfonic acid. The 
results of the measurements are shown in FIG. 2 showing a 
plot of the conductivity of the various materials as a function 
of temperature. As can be seen from the figure, the mixture of 
ethylsulfonyl-imidazole and benzenesulfonic acid exhibits a 
more linear conductivity behavior across a varying tempera-
ture range in comparison to the various imidazole mixtures. 
Example 3 
Hybrid Inorganic-Organic Polymer with a Grafted 
Sulfonyl Imidazole 
The formation of a hybrid inorganic-organic polymer may 
be represented by the following reaction. 
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3. The proton conducting polymer of claim 2 wherein the 
polymer backbone includes an acid group attached thereon. 
4. The proton conducting polymer of claim 3 wherein the 
acid groups comprise H3 P04 , H2S04 , CF3 S02NHS02CF3 , 
CF3S03 H, CH3 S03H, and CF3 P03 H2 . 
5. The proton conducting polymer of claim 1 wherein the 
polymer backbone includes sulfonated or phosphonated 
polymers or copolymers. 
As can be seen from the above reaction, a mixture of 2-mer- 15 
captoimidazole, EthOK and a methylethyl siloxane based 
material was stirred at room temperature for 24 hours and 
then precursor II was separated by filtration through a silicate 
gel column chromatography eluted with ethyl acetate. Next 
the precursor II was oxidized by peroxide 3-chloroperoxy- 20 
benzoic acid with 20% water in ethanol and the product was 
precipitated with ether. The resulting product was heated at 
75° C. for 48 hours to obtain a solid polymer at room tem-
perature which becomes soft above 75° C. The proton con-
ductivity of the polymer is plotted in FIG. 3 as a function of 
temperature. The conductivity was measured using a similar 
measuring apparatus as that described above. As can be seen 
from the plot, the conductivity displays a linear relationship 
6. The proton conducting polymer of claim 5 wherein the 
sulfonated or phosphonated polymers or copolymers com-
25 prise polystyrene sulfonic acid, sulfonated polyetheretherke-
tone, perfluorosulfonic acid, and sulfonated polyphenylene 
sulfide. 
in relation to temperature similar to that described above with 
the foregoing plots. 
The invention has been described in an illustrative mariner. 
30 
It is to be understood that the terminology which has been 
used is intended to be in the nature of words of description 
rather than limitation. Many modifications and variations of 
the invention are possible in light of the above teachings. 35 
Therefore, within the scope of the appended claims, the 
invention may be practiced other than as specifically 
described. 
The invention claimed is: 40 
1. A proton conducting polymer comprising: 
a polymer backbone; and 
a heterocyclic compound attached to the polymer back-
bone, the heterocyclic compound having a sulfonyl 
functionality bonded to the heterocyclic compound 45 




wherein R3 represents the polymer backbone, R2 is a linear 60 
organic group having 1 to 20 carbons and R1 is a hydro-
gen or organic group having 1 to 20 carbons. 
7. A proton conducting polymer comprising: 
a polymer backbone; and 
a heterocyclic compound attached to the polymer back-
bone, the heterocyclic compound having a sulfonyl 
functionality bonded to the heterocyclic compound 
wherein the proton conducting polymer has the for-
mula: 
wherein R3 represents the polymer backbone, R2 is a linear 
organic group having 1 to 20 carbons and R4 is a linear 
organic group having 1 to 20 carbons. 
8. The proton conducting polymer of claim 7 wherein the 
polymer backbone comprises polyalkene, polyepoxy, per-
fluoroalkene polymers, polysiloxane, poly-p-phenylene, 
polyphenylene oxide, poly-p-phenylene sulfone, polyethere-
therketone, Ude! polysulfone, and polybenzimidazole. 
9. The proton conducting polymer of claim 8 wherein the 
polymer backbone includes an acid group attached thereon. 
10. The proton conducting polymer of claim 9 wherein the 
acid groups comprise H3 P04 , H2S04 , CF3 S02NHS02CF3 , 
CF3S03 H, CH3 S03H, and CF3 P03 H2 . 
11. The proton conducting polymer of claim 7 wherein the 
polymer backbone includes sulfonated or phosphonated 
polymers or copolymers. 
2. The proton conducting polymer of claim 1 wherein the 
polymer backbone comprises polyalkene, polyepoxy, per-
fluoroallcene polymers, polysiloxane, poly-p-phenylene, 
polyphenylene oxide, poly-p-phenylene sulfone, polyethere-
therketone, Ude! polysulfone, and polybenzimidazole. 
12. The proton conducting polymer of claim 11 wherein 
the sulfonated or phosphonated polymers or copolymers 
65 comprise polystyrene sulfonic acid, sulfonated polyethere-
therketone, perfluorosulfonic acid, and sulfonated polyphe-
nylene sulfide. 
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13. A proton conducting polymer comprising: 
a polymer backbone wherein the polymer backbone com-
prises a hybrid inorganic-organic polymer; and 
a heterocyclic compound attached to the polymer back-
bone, the heterocyclic compound having a sulfonyl 
functionality bonded to the heterocyclic compound. 
14. The proton conducting polymer of claim 13 wherein 
the hybrid inorganic-organic polymer comprises a compound 
having a silicon functionality. 
8 
15. The proton conducting polymer of claim 14 wherein 
the silicon functionality comprises silane, and siloxane func-
tionalities. 
16. The proton conducting polymer of claim 13 wherein 
the hybrid inorganic-organic polymer includes an acid group 
attached thereon. 
* * * * * 
